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Getting the most from a single source

Slurry King Flanges 
Aluminum split flanged specifically designed to provide 
a safe tight seal on Slurry King 5000 hose.

Slurry King Gaskets  
Designed to fit and seal with 
mating 50# drilled flanges
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Approx/
WT/LBS

2 311/
32 ⅝ 4¾ 6 4 ¾ 3.30

2½ 35/
16 ⅝ 5½ 7 4 ¾ 4.40

3 35/
16 ⅝ 6 7½ 4 ¾ 4.40

4 35/
16 ⅝ 7½ 9 8 ¾ 6.60

4½ 4⅛ ⅝ 8½ 10 8 ⅞ 7.70
5 4⅛ ⅝ 8½ 10 8 ⅞ 7.70
6 4½ 1/16 9½ 11 8 ⅞ 8.80
8 5⅞ ¾ 11¾ 13½ 8 ⅞ 13.20
10 6⅞ 1⅛ 14¼ 16 12 1 25.40
12 711/

16 1⅛ 17 19 12 1 30.90
14 711/16 1⅛ 18¾ 21 12 1⅛ 35.30
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Size” Part No

2 7SKFGASK02

3 7SKFGASK03

4 7SKFGASK04

5 7SKFGASK05

6 7SKFGASK06

8 7SKFGASK08

10 7SKFGASK10

12 7SKFGASK12

14 7SKFGASK14

By special order, flanges are also available in 
cast iron. Epoxy coating available.


