


Part 
Number

Nominal ID 
(in)    (mm)

Nominal OD 
(in)     (mm)

Working 
Pressure 

PSI

Burst 
Pressure 

PSI

Min. Bend 
Radius 

(in)

Vacuum 
Rating 
(in.hg)

Weight 
lbs/ft

PC65-W-0500 .50 (12.7) .86 (21.8) 225 900 2.00 29.9 .30

PC65-W-0750 .75 (19.1) 1.11 (28.2) 225 900 3.50 29.9 .40

PC65-W-1000 1.00 (25.4) 1.36 (34.5) 225 900 5.00 29.9 .45

PC65-W-1500 1.50 (38.1) 1.86 (47.2) 200 800 6.00 29.9 .75

PC65-W-2000 2.00 (50.8) 2.36 (59.9) 150 600 9.50 29.9 1.00

PC65-W-2500 2.50 (63.5) 3.00 (76.2) 150 600 11.5 29.9 1.25

PC65-W-3000 3.00 (76.2) 3.50 (88.9) 125 500 15.0 29.9 1.40

PC65-W-4000 4.00 (101.6) 4.68 (118.9) 90 360 23.00 29.9 2.10
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PC65-B-0250 .250 (6.3) .519 (13.2) 135 406 1.57 .070

PC65-B-0375 .375 (9.5) .653 (16.6) 102 305 2.16 .120

PC65-B-0500 .500 (12.7) .799 (20.3) 82 247 2.75 .160

PC65-B-0625 .625 (15.9) .964 (24.5) 63 189 3.34 .220

PC65-B-0750 .750 (19.1) 1.09 (27.9) 53 160 3.74 .265

PC65-B-0875 .875 (22.2) 1.23 (31.3) 48 145 4.33 .310

PC65-B-1000 1.00 (25.4) 1.35 (34.5) 44 131 5.31 .350

PC65-B-1250 1.25 (31.8) 1.60 (40.8) 34 102 6.29 .460
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